Quality Fiber and RF, Inc.
8941 SE Duncan Street
Hobe Sound, FL 33455

RACKMOUNT
HEADEND
AMPLIFER

RA1000HP/48

HIGH OUTPUT 48 VOLT
1 GHz Cable TV Amplifier

RA1000HP Power Doubled GaN

Bandwidth (MHz) 1 GHz
Freq. Response (dB) +0.25
Channel Loading 79 Analog + 450 MHz Digitgd
Gain Cont. Range 20dB
Slope Cont. Range 18dB
Input Noise Figure 3.5dB Typical
Output Levels +48 dBmV TILTED*

CIN 66

Comp. Tr. Bt. (-dB) 79

Comp. 2nd Ord. (-dB) 72
Carrier to Noise (dB) 65
Return Loss (dB) worst casé 15
DC Amperes @ 48 VDC 45
Power Dissipation (Watts)* 21

** Features **
Internal -48 VDC Power Supply
Ultra Low Noise Figure
Redundant Power 120VAC/ 24 VDC
+48dBmV Typical RF Output
Ultra-Low Distortion and Noise!
Newest GaN Technology!

Directional Coupler Testpoints
ORDERING INFORMATION:
RA 1000HP-38/48
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*79 CHAN TILTED + 75 DIGITAL(-6dB)
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